<table>
<thead>
<tr>
<th>Presenting Author</th>
<th>Poster No.</th>
<th>Title</th>
<th>Day</th>
</tr>
</thead>
<tbody>
<tr>
<td>A Ram Kim</td>
<td>PA-029</td>
<td>Performance Improvement of Surface-treated Polyamide Membrane with</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Silane Compounds for Reverse Osmosis</td>
<td></td>
</tr>
<tr>
<td>Abdolali Alemi</td>
<td>PB-044</td>
<td>Synthesis and investigation of Bi2O3 and Bi2-x (MM') xO3 (M, M': Re:</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Er+3, Ho+3) nano particles via hydrothermal method and their catalytic</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>activity</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>Sr1-xCexFeO3 Pervoskite via Sol-Gel method</td>
<td></td>
</tr>
<tr>
<td>Abhik Barua</td>
<td>PA-042</td>
<td>EFFECTS OF THE PROCESS PARAMETERS ON THE S-PHASE LAYER FORMATION</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BEHAVIOR OF PLASMA NITROCARBURIZED 316L AUSTENITIC STAINLESS STEEL</td>
<td></td>
</tr>
<tr>
<td>Achanai Buasri</td>
<td>PB-103</td>
<td>Poly(butylene succinate)/graphene oxide nanocomposites: Physical,</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>mechanical and thermal properties</td>
<td></td>
</tr>
<tr>
<td>Ah-Hyoen Kim</td>
<td>PA-100</td>
<td>Chemo-mechanical caries removal agent for Early Childhood Caries : a</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>review and Study of a newly Developed Agent (Carigel™)</td>
<td></td>
</tr>
<tr>
<td>Apichate Maneewong</td>
<td>PA-091</td>
<td>CRYSTAL STRUCTURE AND COLOR ENHANCEMENT STUDIES IN GAMMA-RAY</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IRRADIATED TOURMALINE BY NEUTRON DIFFRACTION</td>
<td></td>
</tr>
<tr>
<td>Beom-Jeong Han</td>
<td>PB-101</td>
<td>Development of Monitoring System on Abrasive Delivery Line in Abrasive</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Waterjet Cutting</td>
<td></td>
</tr>
<tr>
<td>Biao Jin</td>
<td>PA-034</td>
<td>Fabrication of Al-based functionally graded automotive components by</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>direct laser melting process</td>
<td></td>
</tr>
<tr>
<td>Bo Li</td>
<td>PA-119</td>
<td>Investigation of Interaction between Crumb Rubber and Asphalt binder</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>for SMA Mixtures using the Dry Process</td>
<td></td>
</tr>
<tr>
<td>Bongsoo Kim</td>
<td>PA-127</td>
<td>Fabrication and Characterization of Nanoscale Ferroelectric Honeycombs</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>BoRa Jeong</td>
<td>PB-046</td>
<td>SYNTHESES OF TUNGSTEN OXIDES SUPPORTED ON REDUCED GRAPHENE OXIDE</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Bunyod Allabergenov</td>
<td>PB-008</td>
<td>SYNTHESIS AND MECHANICAL PROPERTIES OF STS AND TiH2 POROUS</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>COMPOSITES BY SPARK PLASMA SINTERING</td>
<td></td>
</tr>
<tr>
<td>Bussarin Ksapabutr</td>
<td>PB-066</td>
<td>ELECTRICALLY CONDUCTIVE POLY(ETHYLENE TEREPHTHALATE) NANOFLBER</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MAT/POLY(3,4-ETHYLENOXYTHIOPHENE);POLY(4-STYRENEFLOSENATE) NANOCOMPOS</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>ITE FOR STRAIN SENSOR APPLICATION</td>
<td></td>
</tr>
<tr>
<td>ByeongDon Joo</td>
<td>PB-099</td>
<td>Characterization of flexible roll forming process for the production</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>of hat-profiles with variable cross section</td>
<td></td>
</tr>
<tr>
<td>Byoung Eon Lee</td>
<td>PB-089</td>
<td>Numerical Simulation Procedure to Evaluate the Forming Limit on the</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Hemisphere Cup Drawing of Fiber Metal Laminates</td>
<td></td>
</tr>
<tr>
<td>Byung-Hoon Kim</td>
<td>PB-107</td>
<td>Fabrication of Chitosan/Hydroxyapatite Composite Scaffolds by Additive</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Manufacturing System</td>
<td></td>
</tr>
<tr>
<td>Byung-Hyun Shin</td>
<td>PA-125</td>
<td>Effect of Annealing Temperature on Localized Corrosion and Uniform</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Corrosion of Super Duplex Stainless Steel UNS S 32750</td>
<td></td>
</tr>
<tr>
<td>Chae Ik Jo</td>
<td>PA-002</td>
<td>Surface Characteristics of Mn-doped Hydroxyapatite on Micro-pore</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Structured Ti-35Ta-xNb Alloys for Biomaterials</td>
<td></td>
</tr>
<tr>
<td>Chanchai Thongpin</td>
<td>PB-106</td>
<td>THE EFFECT OF ORGANIC MODIFIED MONTMORILLONITE AND ORGANIC PEROXIDE</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ON THERMAL AND MECHANICAL PROPERTIES OF PLA/NBR BLENDS</td>
<td></td>
</tr>
<tr>
<td>Chang Eui Kim</td>
<td>PB-081</td>
<td>Burr Deformation for Triangular Pyramid Pattern Machining on Cu Plated</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Mold with Cutting Shape Variation</td>
<td></td>
</tr>
<tr>
<td>Title</td>
<td>Author</td>
<td>Code</td>
<td>Abstract</td>
</tr>
<tr>
<td>----------------------------------------------------------------------</td>
<td>------------------</td>
<td>------</td>
<td>-----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>The effect of Mo addition on the microstructural evolution and mechanical properties of Zr-Cu-based metallic glass thin films</td>
<td>Chang Weon Song</td>
<td>PA-008</td>
<td></td>
</tr>
<tr>
<td>Sensor Signal Characteristics on Material Properties and Machining Performance in Micro-Electrical Discharge Machining of Hybrid Ti2AlC Ceramic Materials</td>
<td>Chang-Hoon Lee</td>
<td>PB-100</td>
<td></td>
</tr>
<tr>
<td>THE ELECTROCHEMICAL PROPERTIES OF LITHIUM/SULFUR-POLYACRYLONITRILE COMPOSITE CELL USING ETHER TYPE ELECTROLYTE</td>
<td>Changhyeon Kim</td>
<td>PA-090</td>
<td></td>
</tr>
<tr>
<td>The Effect of process parameters on the surface characteristics of plasma nitrocarburized F51 duplex stainless steel.</td>
<td>Changseok Cheon</td>
<td>PA-052</td>
<td></td>
</tr>
<tr>
<td>Effects of oxygen contents on the microstructure and mechanical properties of CrAISiON coatings deposited by cathodic arc ion plating</td>
<td>Changwei Zou</td>
<td>PA-061</td>
<td></td>
</tr>
<tr>
<td>Low Temperature Synthesis of Fluorine-Doped Tin Oxide Transparent Conducting Thin Film by Spray Pyrolysis Deposition</td>
<td>Chang-Yeoul Kim</td>
<td>PB-071</td>
<td></td>
</tr>
<tr>
<td>Alignment of One-Dimensional SnO2 Lines by Electrohydrodynamic Jet Printing</td>
<td>Chang-Yeoul Kim</td>
<td>PB-072</td>
<td></td>
</tr>
<tr>
<td>Formation of Plate-shaped Aluminum Nitride from Aluminum Oxide</td>
<td>Chang-Yeoul Kim</td>
<td>PB-115</td>
<td></td>
</tr>
<tr>
<td>Fabrication of Atomic Layer Deposition ZnO Nanostructure using Block Copolymer Template.</td>
<td>Chan-Hwi Park</td>
<td>PB-070</td>
<td></td>
</tr>
<tr>
<td>INDUCTION HEATING HYBRID FRICTION STIR WELDING OF STEEL SHEETS</td>
<td>Cheolhee Kim</td>
<td>PB-032</td>
<td></td>
</tr>
<tr>
<td>FUME GENERATION AND MICROSTRUCTURE BEHAVIOR DURING Mg ALLOY WELDING USING NOVEL CaO ADDED FILLER METAL</td>
<td>Cheolhee Kim</td>
<td>PB-042</td>
<td></td>
</tr>
<tr>
<td>IRMOF-3 membrane supported on Al2O3 by microwave heating</td>
<td>Chi-Hoon Lee</td>
<td>PB-122</td>
<td></td>
</tr>
<tr>
<td>Synthesis of High Conductivity Polyaniline by Solid/Liquid Interfacial Polymerization</td>
<td>Chingu Kim</td>
<td>PA-022</td>
<td></td>
</tr>
<tr>
<td>Large-Area Monolayer Graphene Synthesized from Liquid Benzene</td>
<td>Chohee Oh</td>
<td>PA-019</td>
<td></td>
</tr>
<tr>
<td>Effect of MgO addition on the thermal properties of CMS system</td>
<td>Da Young Lee</td>
<td>PA-079</td>
<td></td>
</tr>
<tr>
<td>Fabrication and Characteristics of Nanophase WC and WC-3wt%(Ni, Co, Fe) hard materials for a friction stir processing tool application by rapid sintering process</td>
<td>Dae Up Kim</td>
<td>PB-074</td>
<td></td>
</tr>
<tr>
<td>MECHANICAL NANO MACHINING OF SI-WAFER CONSIDERING ELASTIC RECOVERY OF CUTTING DEPTH</td>
<td>Dahee Choi</td>
<td>PB-067</td>
<td></td>
</tr>
<tr>
<td>MICROSTRUCTURE EVOLUTION OF Fe-BASE SUPERALLOY POWDERS WITH Y2O3 DISPERSION DURING HIGH ENERGY BALL MILLING</td>
<td>Da-Mi Yim</td>
<td>PB-047</td>
<td></td>
</tr>
<tr>
<td>Effects of CdSe/ZnS Core/Shell Quantum Dot Synthesis Conditions Using a Microreactor</td>
<td>Da-Woon Jeong</td>
<td>PB-003</td>
<td></td>
</tr>
<tr>
<td>A TRIPEDAL ROBOT WITH DIGITAL MUSIC GENERATIVE EFFECTS BY DESIGN OF ELECTRONICS DEVICES AND MOTION DETECTIVE CONTROL</td>
<td>Dennis P.C. Wang</td>
<td>PA-073</td>
<td></td>
</tr>
<tr>
<td>Formability evaluation on hydroforming of Al and Cu tubes for heat exchanger</td>
<td>Deokhyun Han</td>
<td>PB-129</td>
<td></td>
</tr>
<tr>
<td>Edge Contacts of Graphene Formed by Using Controlled Plasma Treatment</td>
<td>Dewu Yue</td>
<td>PB-079</td>
<td></td>
</tr>
<tr>
<td>Effects of trace of Sn addition on amorphous sputtered IZO thin films</td>
<td>Do Yeong Kim</td>
<td>PA-066</td>
<td></td>
</tr>
<tr>
<td>First principles study on thermodynamically electrochemical stability of Pt nanoparticles supported by magneli phase titanium oxide</td>
<td>Dohyun Kwak</td>
<td>PA-027</td>
<td></td>
</tr>
<tr>
<td>Synthesis, Microstructure and Mechanical Properties of Cr-Ni-N coatings by Hybrid coating system consist of High Power Impulse Magnetron Sputtering(HIPIMS) and Radio Frequency Magnetron Sputtering(RFMS).</td>
<td>Dohyung Kim</td>
<td>PA-064</td>
<td></td>
</tr>
<tr>
<td>Name</td>
<td>Presentation Number</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>---------------------</td>
<td>----------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>Dong joo Kim</td>
<td>PB-030</td>
<td>Evaluation of dynamic tensile properties of DP980 spot welds with respect to welding quality and deformation behavior</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Dong Jun Kang</td>
<td>PB-118</td>
<td>Low-Temperature Thermal-curable Hybrid Materials Using Organically Modified Various Sized Silica Nanoparticles and Methyl-Glycidyl Oligosiloxanes</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Dong Kwon Lee</td>
<td>PA-118</td>
<td>Effect of Al2O3 interlayer addition on microstructure, mechanical property and corrosion behavior of CrN coatings synthesized by a hybrid HIPIMS/ALD process</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Donghyun Kim</td>
<td>PA-120</td>
<td>Development and Applications of radiation heat flux measurement device</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>ELISA ANGULO RUIZ</td>
<td>PB-124</td>
<td>Ni-W-P for Silicon Solar Cells by Electroless plating</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Eun Ju Kim</td>
<td>PA-070</td>
<td>INFLUENCE OF Bi3+ CO-DOPED ON OPTICAL PHOTOLUMINESCENCE IN CaMoO4:R (R = Eu3+, Tb3+)</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Eun Ock Kim</td>
<td>PB-048</td>
<td>Analytical Prediction of Temperature-Dependent Flow Stress for Aluminum-Thermoplastic FRP Hybrid Bonding Material</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Eun Young Yun</td>
<td>PA-058</td>
<td>Control of the Electrical Resistivity in ALD-ZnO thin films using H2O and H2O2 reactants</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Eung-Cheon Kim</td>
<td>PB-038</td>
<td>Dissimilar Joining between AA5182-O and SABC1470 via RIVTAC Technology</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Eun-Ji Kim</td>
<td>PA-005</td>
<td>MEASUREMENT OF THERMAL TRANSPORT PROPERTIES OF TUNGSTEN MOSS INTERFACE</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Eu-Tteum Park</td>
<td>PB-090</td>
<td>Analytical Prediction of Temperature-Dependent Flow Stress for Aluminum-Thermoplastic FRP Hybrid Bonding Material</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Faisal Ahmed</td>
<td>PA-102</td>
<td>MECHANISM OF CARRIER TRANSPORT TRANSITION ACROSS METAL-MoS2 INTERFACE</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Fu Jianjian</td>
<td>PA-051</td>
<td>Mechanical and Tribological Properties of Si-DLC Coatings Deposited by a Combined High Power Impulse Magnetron Sputtering/RF Magnetron Sputtering Technology</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Gue Serb Cho</td>
<td>PA-107</td>
<td>MICROSTRUCTURE EVALUATION OF A VACUUM PLASMA-SPRAYED TUNGSTEN COATING ON A GRAPHITE WITH TITANIUM INTERLAYER</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Guk-Hyun Jeong</td>
<td>PA-084</td>
<td>Micro-EDM Performance of Hybrid Ti2AlC Bulk Materials Fabricated by Spark Plasma Sintering Method</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Gun Ahn</td>
<td>PB-001</td>
<td>Effect of local pressure on nanoscale polarization switching in poly(vinylidenefluoride-co-trifluoroethylene) thin films</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Gun Ho Go</td>
<td>PB-080</td>
<td>Effects of hBN content of Si3N4 Based Hybrid Composites in Drilling Machining Process of Micro-Hole Shape</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Ha-Jin Lee</td>
<td>PA-009</td>
<td>Plasma-enhanced Atomic Layer Deposition of TiN thin films for effective Se Barrier in CIGS Solar Cells</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Hak Gon Noh</td>
<td>PA-088</td>
<td>MICRO HAIRLINE PATTERN FORMING USING ELECTROMAGNETIC FORMING PROCESS WITH SPIRAL COIL</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Haolong Li</td>
<td>PB-123</td>
<td>Polyoxometalate/Graphene Functional Nanocomposites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Haris Rudianto</td>
<td>PB-006</td>
<td>Consolidation of Carbon Materials Reinforced Aluminum Matrix Composites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Hong Seok Lim</td>
<td>PB-128</td>
<td>Design of rotating axis structures in intravascular ultrasound system</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Hong-Seok Park</td>
<td>PA-024</td>
<td>EFFECT OF ALLOY ELEMENT AND SHEET THICKNESS ON THERMAL CONDUCTIVITY FOR ALUMINUM ALLOYS</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Hoon Cho</td>
<td>PB-063</td>
<td>Fabrication of superior conductivity and strength Cu alloy with fine filamentary structure</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>HSIN MIN LEE</td>
<td>PB-092</td>
<td>Fabrication of porous bamboo charcoal with co-deposited Ni - diamond particles</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Name</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>--------</td>
<td>---------------------------------------------------------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>Huu Hien Nguyen</td>
<td>PB-014</td>
<td>REDUCTION IN BLACK DOTS WITHIN TRANSPARENT POLYCRYSTALLINE ALUMINA BY PULSED ELECTRIC CURRENT SINTERING</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>HyeLan An</td>
<td>PB-057</td>
<td>Characterization of Porous Carbon Nanofibers Decorated with Pt Catalyst for Use as Counter Electrodes in Dye-Sensitized Solar Cells</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Hyeonseok Yoo</td>
<td>PB-056</td>
<td>Fabrication of well-defined TiO2 nanotube arrays with a doping of Ru by single-step anodization</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Hyun Jeong Lee</td>
<td>PA-012</td>
<td>REHYDRATABLE BINDER FOR MFI ZEOLITE CRYSTAL INTERFACE</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Hyun Kim</td>
<td>PA-103</td>
<td>A TiO2/ZnO/CuO photocathode for photo-electrochemical hydrogen evolution system</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Hyun Kim</td>
<td>PA-104</td>
<td>TiO2 nanorod grown on graphene/FTO hybrid photo-electrode for water splitting</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Hyungdo Yoon</td>
<td>PB-130</td>
<td>Study on Optical Distribution Modeling of UVLED Light Source in Portable Dental Treatment Devices for Optimization of Oral Sterilization</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Hyun-Jae Kang</td>
<td>PA-036</td>
<td>FABRICATION OF A PROTOTYPE SMART WINDOW WITH SELF-CLEANING AND PHOTOCATALYTIC DEPOLUTION FUNCTIONALITIES</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Hyunjoo Seok</td>
<td>PB-019</td>
<td>Solid solution behavior of Cu on pre-alloyed Fe-Cr-Mo powders</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Hyunjun Yoo</td>
<td>PA-130</td>
<td>Imaging of light-induced charge separation in asymmetric structure of Au nanoparticles on TiO2 nanotube</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Hyun-Woo Moon</td>
<td>PA-049</td>
<td>PROCESS CONDITIONS AFFECTING SUPERHYDROPHOBICITY AND TRANSPARENCY OF SILICA NANOSTRUCTURES COATED ON GLASS</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Icpyo Kim</td>
<td>PA-089</td>
<td>THE EFFECT OF SODIUM SALT IN PEO ELECTROLYTE ON THE FIRST DISCHARGE CAPACITY OF NA/PEO/S BATTERY</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>ILCHAE YOON</td>
<td>PA-063</td>
<td>The evaluation of wear characteristics and machining performance depending on</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>In kyu Choi</td>
<td>PB-054</td>
<td>Sheet resistance and optical transparence of nickel coated copper nanowires transparent electrode</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>In-Seop Byeon</td>
<td>PA-033</td>
<td>Hybrid Morphology of Nano and Micro-pore Formed Ti-Nb alloys by Electrochemical Methods</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Insoo Shin</td>
<td>PA-086</td>
<td>Hybrid tandem solar cells made from inorganic amorphous silicon and organic solar cells</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Insung Hwang</td>
<td>PB-033</td>
<td>Evaluation of dynamic tensile properties in gas metal arc welding of high strength steel</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Insung Hwang</td>
<td>PB-035</td>
<td>Resistance Spot Welding Characteristics of Hot Press Forming Steel for Automotive Applications</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Insup Lee</td>
<td>PA-048</td>
<td>The Effect of Quenching and Tempering Treatments on the Surface Characteristics of Plasma Nitrocarburized SNCM 220 Steel</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Insup Lee</td>
<td>PA-053</td>
<td>The Effects of Gas Composition During Post Nitriding on the AISI 316L Stainless Steel after Plasma Carburizing</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Jae Hyun Kim</td>
<td>PB-098</td>
<td>Shape accuracy of flexible roll formed high strength steel</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Jae Yong Oh</td>
<td>PB-075</td>
<td>Analysis on the ablation of polyimide with non-thermal and thermal effects near threshold using 355 nm nanosecond laser</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Jaeho Jeon</td>
<td>PA-023</td>
<td>Grain size controlled molybdenum disulfide 2-dimensional layer growth</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Jahyun Kim</td>
<td>PA-081</td>
<td>A study for the removal of phosphorous using glycerol coated exfoliated vermiculite</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Jahyun Kim</td>
<td>PA-082</td>
<td>A study for the removal of phosphorous using coated exfoliated vermiculite</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Jeong-Hun Son</td>
<td>PB-062</td>
<td>Synthesis and Characterization of NiAl2O4/Resin Hybrid Pigment by a Chemical Processing</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Jeong-Jae Kim</td>
<td>PA-003</td>
<td>Mg-ion Doped Nano-Phase Hydroxyapatite Formation on Anodized Ti-xTa Alloys</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Author</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>------------------------</td>
<td>------</td>
<td>-------------------------------------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>Jeong-Min Kim</td>
<td>PA-041</td>
<td>Oxidation Resistance of Silicon Coated TZM Alloy Prepared through Combined Process of Plasma Spray and Laser Surface Melting</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ji Hwan Bae</td>
<td>PA-014</td>
<td>Effect of annealing on the discharge capacity and ionical properties of LiMn2O4 thin films by RF magnetron sputtering</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ji Hwan Bae</td>
<td>PA-015</td>
<td>STRUCTURAL PROPERTIES OF LiMn2O4 THIN FILMS DEPOSITED BY RF MAGNETRON SPUTTERING</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ji Hwan Bae</td>
<td>PA-015</td>
<td>Effect of surface treatment of artificial aggregates by alkali-activator on the mechanical strength of geopolymer/aggregate composites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Ji II Choi</td>
<td>PB-131</td>
<td>Computational Study of Graphene Topographic Features on amorphous SiO2</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Ji Min Kang</td>
<td>PB-012</td>
<td>Generation of radial cracks in artificial lightweight aggregate and its prevention</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jihoon Kim</td>
<td>PB-043</td>
<td>10 mA BIDIRECTIONAL LASER TRIGGERING IN HIGHLY RESISTIVE VANADIUM DIOXIDE THIN FILM USING 966 nm PUMP LASER DIODE</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jihoon Lee</td>
<td>PA-004</td>
<td>Efficiency enhancement in the efficiency of polymer bilayer solar cells using the solvent treatment method</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ji-Hwan Lee</td>
<td>PA-124</td>
<td>Ultrathin nanofilms of MgO-supported TiN</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ji-Hye Yoon</td>
<td>PB-037</td>
<td>Mechanical Joining between SGARC340 and SABC1470 via RIVTAC Technology</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jihyeon Gim</td>
<td>PA-097</td>
<td>Co3O4/CoFe2O4 Nanocomposite with High Rate Capability and Superior Stability as an Anode Material for Lithium Secondary Batteries</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>JingChao Xing</td>
<td>PA-096</td>
<td>Design and fabrication method of optical probe with an extended depth of focus</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jingming Zhao</td>
<td>PA-030</td>
<td>Response of human osteoblast-like cells to different surface modified titanium alloy in vitro</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jinju Song</td>
<td>PB-073</td>
<td>Polyol synthesis of size-focused nanocrystalline LiFePO4 cathode</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>jinkyung lee</td>
<td>PA-110</td>
<td>STUDY ON HYDROGEN CHARGING TIME OF STAINLESS STEEL USING NONDESTRUCTIVE EVALUATION</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jisu Ryu</td>
<td>PA-018</td>
<td>Interface analysis of hybrid nanostructures consisted of alkanes and graphene on SiO2</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jong-Dock Seo</td>
<td>PB-036</td>
<td>Friction Stir Lap Welding between 5454-O Aluminum Alloy Sheets with Different Thicknesses</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jongsup Lee</td>
<td>PB-007</td>
<td>Hydrostatic Extrusion of Al/Cu Clad Ingots for Copper Clad Aluminium Wires</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>JongTae Yoo</td>
<td>PA-057</td>
<td>Graphene Oxide and Clay Composites Films with High Oxygen-Barrier Properties</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Joonhee Kang</td>
<td>PA-026</td>
<td>First Principles Study of the Interface Mechanical Properties in the Ti Doped Alumina Dispersed Copper Alloy</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Joo-Yul Park</td>
<td>PB-024</td>
<td>Influence of Zn-Content on Characteristics of ADC12 Aluminum Alloy</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Ju Ho Choi</td>
<td>PA-085</td>
<td>Effect of Impact Damage on Residual Bending Fatigue Strength of CFRP Laminates</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Ju Hyun Oh</td>
<td>PB-049</td>
<td>EFFECT OF SOLVENT ON MORPHOLOGY AND UPCONVERSION LUMINESCENCE PROPERIES OF Yb3+, Er3+ DOPED NaYF4</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>JUHO CHOI</td>
<td>PA-077</td>
<td>DYNAMIC CHARACTERISTICS OF CFRP STRUCTURAL MEMBERS</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>JUN SUNG LEE</td>
<td>PB-119</td>
<td>Fabrication of Granular Silica aerogel-Iron oxide Nanocomposites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jun Young Lee</td>
<td>PB-082</td>
<td>Ablation Characteristics of Hybrid GNPs Reinforced Al2O3 Composites by using Femtosecond Laser Process</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jung Han Song</td>
<td>PA-109</td>
<td>Influence of tensile speeds on the failure loads of DP590 spot welds under various axial-shear loading conditions</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Name</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>---------</td>
<td>----------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>Jung Han Song</td>
<td>PB-029</td>
<td>Quasi-static and Dynamic Tensile Behavior of Friction Stir Welded Dual Phase Steel Joints</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>JUNGHO SHIN</td>
<td>PA-007</td>
<td>Plasticity-induced nanocrystallization in a Zr65Cu35thinfilm metallic glass</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jung-Hoon Lee</td>
<td>PB-027</td>
<td>Effect of molding condition on lap joint of GFRP</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jung-Hyung Lee</td>
<td>PA-067</td>
<td>DURABILITY EVALUATION OF COBALT BASED NiCrAlY COATING LAYER DEPOSITED BY ATMOSPHERIC PLASMA SPRAYING TECHNIQUE</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jungku Park</td>
<td>PA-114</td>
<td>Fatigue properties of extruded ZK60A Mg alloy depending on processing orientations</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Jungssoo Kim</td>
<td>PB-068</td>
<td>Thermal Properties of Epoxy Composites Resins with Silicon Carbide</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Jun-Tae Kim</td>
<td>PB-040</td>
<td>Effect of Surface Treatment on pattern and bonding conditions on microstructure and mechanical properties of Diffusion Bonded Joint for X5CrNi18-9 stainless steel Multi-channel Heat Exchanger</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>KangJoon Park</td>
<td>PA-016</td>
<td>OPTIMIZATION OF NANOROD MORPHOLOGY IN FULL CONCENTRATION GRADIENT LITHIUM OXIDES FOR RECHARGEABLE LITHIUM BATTERIES</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Kazuki Onoda</td>
<td>PA-044</td>
<td>REACTION OF Fe-B-C MELT AND SOLID Zr AT HIGH TEMPERATURES</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Kenta Sugashima</td>
<td>PB-108</td>
<td>SYNTHESIS OF ZIRCONIUM CARBIDE NANOSIZED POWDERS BY PULSED WIRE DISCHARGE IN OLEIC ACID</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Keun Young Park</td>
<td>PB-093</td>
<td>Optimization and effect of binder and debinding conditions on the Metal Injection Molding of SUS316L Properties</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Ki Heon Eom</td>
<td>PA-075</td>
<td>Boron Removal from Seawater by Using Polyol as Complexing Agent: A Combined Raman Spectroscopy and Computational Chemistry Study</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Konno Naoto</td>
<td>PA-096</td>
<td>ELECTRICAL DISCHARGE MACHINING PROPERTIES OF THE NANO-CARBON DISPERSED Si3N4 COMPOSITES</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Kwang Seon Jang</td>
<td>PB-021</td>
<td>FABRICATION OF A TiAl ALLOY CONTAINING POROUS STRUCTURE COVERED WITH OXIDE LAYER</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>KwanWoo Park</td>
<td>PA-055</td>
<td>Properties of Graphene/DNA paper electrode from DNA-Stabilized dispersions</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Kyeong-Seok Park</td>
<td>PB-026</td>
<td>Influence of Si-Content on Characteristics of Al-Si-Cu Alloys</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Kyoung Jin Lee</td>
<td>PA-098</td>
<td>Fabrication of a Micro-tubular Bi-Layered La0.6Sr0.4Ti0.2Fe0.8O3-δ Membrane by Electrophoretic Deposition</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Lili Wang</td>
<td>PB-051</td>
<td>CRYSTAL STRUCTURE, ELECTRONIC STRUCTURE AND LUMINESCENCE PROPERTIES OF Sm3+ DOPED Sr2CaMo(W)O6</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>M. S. Anwar</td>
<td>PB-111</td>
<td>Study of Refrigeration Capacity and Magnetic Entropy Change in La0.7Ca0.3MnO3/BaTiO3 Ceramic Composite</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Manop Panapoy</td>
<td>PB-112</td>
<td>FLEXIBLE AND TRANSPARENT NANOCOMPOSITE FILMS OF TiO2/POLYPROPYLENE AND TiO2/POLYETHYLENE HYBRIDS FOR UV-FILTER APPLICATIONS</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Mi ru Kim</td>
<td>PB-058</td>
<td>CHARACTERISTICS OF MICRO PATTERNING ON THE CU-ROLL MOLD USING HORIZONTAL-SWING FAST TOOL SERVO(FTS)</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Min A Bae</td>
<td>PA-078</td>
<td>Properties of new Inorganic binder in green foundry industry</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Min Chul Oh</td>
<td>PB-017</td>
<td>Characteristics of powder forged Fe-based alloy depending on alloying elements</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Min Je Kim</td>
<td>PA-062</td>
<td>Characteristic of sputtered or evaporated CdTe films in relation to heat treatment</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Minseok Oh</td>
<td>PB-018</td>
<td>Effect of sintering condition on Zn vaporization in Al-6Cu-5Zn P/M alloy</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Min-Su Han</td>
<td>PA-014</td>
<td>INFLUENCES OF SHOT PEENING PROCESS TIME ON CAVITATION RESISTANCE OF COPPER ALLOY UNDER MARINE ENVIRONMENT</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Name</td>
<td>Paper Number</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>--------------</td>
<td>-----------------------------------------------------------------------</td>
<td>----------------</td>
</tr>
<tr>
<td>Mohd Fakhrul Zamani Abdul Kadir</td>
<td>PA-074</td>
<td>Conductivity and dielectric studies of lithium trifluoromethanesulfonate doped polyethylene oxide - graphene oxide blend based electrolytes</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Muhammad Alfaruqi</td>
<td>PB-076</td>
<td>POLYOL-ASSISTED PYRO-SYNTHESIS OF MIXED MORPHOLOGY NANO-Li3V2(P04)3/C AS POSITIVE ELECTRODE FOR EXCELLENT RATE CAPABILITY LI-ION BATTERIES</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Myoung Joo Kim</td>
<td>PB-059</td>
<td>A study on selective hybrid-structured film fabricated by 355 nm UV-pulsed laser processing</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Myoung Jun Son</td>
<td>PA-011</td>
<td>Microstructure evolution and mechanical properties of Ti–B–N coatings deposited by plasma-enhanced chemical vapor deposition</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Myung Jin Kim</td>
<td>PA-006</td>
<td>Microstructure, Mechanical, Oxidation and Corrosion Properties of Zr-Al-N Coatings Synthesized by the Hybrid Coating System</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Na-Ri Heo</td>
<td>PA-071</td>
<td>Thermoelectric Property of Pulse-plated Bi2(Te-Se)3 Films</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Nattakarn Hongriphan</td>
<td>PB-105</td>
<td>CHITOSAN-HYDROXYAPATITE NANOCOMPOSITE VIA IN-SITU HYBRIDIZATION IN THE PRESENCE OF POLYETHYLENE GLYCOL</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Nattawut Chaiyut</td>
<td>PB-110</td>
<td>PROPERTIES OF LDPE-HDPE BLEND/CLAY NANOCOMPOSITES: EFFECT OF POLYMER BLEND RATIO</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Nontawat Kritape</td>
<td>PB-016</td>
<td>EFFECTING OF DIISOCYANATE TYPES, STRUCTURE AND FUNCTIONALITY ON FLEXIBLE POLYURETHANE FOAM</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Owoong Kwon</td>
<td>PA-128</td>
<td>Sub-surface imaging of x-ray irradiated P(VDF-TrFE) films using atomic force microscopy</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>P.S. Pa</td>
<td>PA-072</td>
<td>AN EFFECTIVE ECE PROCESS BY WAY OF ELECTRICAL DISCHARGE MODE AS A PRECISION RECLAMATION FOR DISPLAY SURFACES</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Pachara Sukwanwichai</td>
<td>PA-046</td>
<td>CURE CHARACTERISTIC, PHASE MORPHOLOGY AND MECHANICAL PROPERTIES OF NR/ENR/NBR TERNARY BLENDS</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Pat Sooksaen</td>
<td>PB-005</td>
<td>Synthesis and bioactivity study of biocomposites based on hydroxyapatite and apatite-wollastonite glass-ceramic</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Peizhong Feng</td>
<td>PB-022</td>
<td>Synthesis, Microstructure and Mechanical Properties of Mo(Si1-xAlx)2/Al2O3 Composites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Qixun Xia</td>
<td>PA-054</td>
<td>3D Porous Ni(OH)2/Graphene Composite as Advanced Electrode for High Performance Supercapacitor</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Rehan Danish</td>
<td>PB-060</td>
<td>Deposition of Al/Ti electrode layer on PET substrate using ebeam and optimization of electrical properties</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>S.Selvam Samayanan</td>
<td>PB-121</td>
<td>Novel sulfated β-cyclodextrin/MnO2/carbon aerogel composite for high temperature supercapacitors</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sagnmin Lee</td>
<td>PA-083</td>
<td>MODIFICATION OF VERMICULITE FOR USE AS A FLOATING ADSORBENT FOR COPPER REMOVAL</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sang Kyung Lee</td>
<td>PB-078</td>
<td>Performance and reliability of buried gate graphene FET</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sang Min Lee</td>
<td>PB-126</td>
<td>A Numerical Analysis for Frictional Heating of Angular Contact Ball Bearings in Spindle System</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sang-Ok Chong</td>
<td>PA-122</td>
<td>CHARACTERISTICS OF 415 STAINLESS STEEL UNDER CAVITATION ENVIRONMENT IN SEA WATER</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sang-Pill Lee</td>
<td>PA-106</td>
<td>MECHANICAL PROPERTIES OF 304 STAINLESS STEEL BY HYDROGEN CHARGING</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sang-Soo Chee</td>
<td>PA-020</td>
<td>Highly stretchable conductive carbon-silver nanocomposites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sang-Won Park</td>
<td>PB-041</td>
<td>Analysis of the surface oxide layer generated by the friction stir welding of Cu-Ni alloy</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Se Hwan Lee</td>
<td>PB-020</td>
<td>Comparison of pre-alloying with mixing of Zn powder on sintering behavior of Al-6Cu-5Zn P/M alloy</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sejong Seong</td>
<td>PA-111</td>
<td>Analyses of CpZr(N(CH3)2)3 and its ALD-ZrO2 films depending on elapsed time</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Name</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>-------</td>
<td>-------------------------------------------------------------------------------------------------</td>
<td>----------</td>
</tr>
<tr>
<td>Seong-Mo Park</td>
<td>PA-038</td>
<td>Characterisation and tribological evaluation of Mo-Cu-N films</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Seongsik Lim</td>
<td>PB-034</td>
<td>Fracture Estimation Study on Weldbond Joint of 1.2 GPa Ultra High Strength TRIP Steel for BIW</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Seung Gu Kang</td>
<td>PB-013</td>
<td>Influence of binder viscosity on granulation mechanism in a high intensive mixer and physical properties of geopolymer/granule composites</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Seung Han Ryu</td>
<td>PB-002</td>
<td>Multi-walled carbon nanotube/Polymethyl methacrylate conducting polymer composite with a segregated network structure and a resultant low percolation threshold</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Seung Jun Lee</td>
<td>PA-076</td>
<td>IMPROVING EFFICIENCY OF SOLAR CELL UNITS USING MULTI-LAYERED DSSCs</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Seung-Chul Lee</td>
<td>PA-105</td>
<td>Study on the high-speed cutting for plastic mold steel using Ball End Mill of AlTiN coating layers</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Seung-Hyun Choi</td>
<td>PB-028</td>
<td>DETECTION OF DEFECT IN SPOT WELDS APPLYING AIR COUPLED ULTRASONIC TESTING</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Seung-II Jang</td>
<td>PA-010</td>
<td>Electrical and Optical Properties of Ti-ZnO Films Grown on Glass Substrate by Atomic Layer Deposition</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Seung-Jun Lee</td>
<td>PA-068</td>
<td>ELECTROCHEMICAL EVALUATION OF CORROSION RESISTANCE FOR DOUBLE-STRUCTURED THERMAL SPRAY COATING LAYER CONSISTING OF 80Ni-20Cr AND Al2O3-TiO2</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Seung-min Ahn</td>
<td>PA-021</td>
<td>Nanomechanics of Nanoporous gold</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Shichao Xiu</td>
<td>PB-102</td>
<td>Investigation of Ground Surface Microstructure Damage Mechanism and Tribological Properties in Dry and Less Fluid</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Shiuh-Chuan Her</td>
<td>PA-115</td>
<td>Stress intensity factor of a semi-elliptical crack in a composite cylinder using weight function</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Shiuh-Chuan Her</td>
<td>PA-126</td>
<td>Experimental Measurement of Thermal Strain Using Optical Fiber Sensors</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Shu-Chuan Liao</td>
<td>PA-084</td>
<td>Immobilization of Biomolecular via Micro-arc Oxidation Pure Titanium coatings by Post Cold Plasma treatment and Graft Process for Biomedical Applications</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Si Myeong Kim</td>
<td>PB-055</td>
<td>New ternary tie-coat materials enhancing the adhesion of flexible copper clad laminate</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Simo-Pekka Hannula</td>
<td>PB-109</td>
<td>Preparation of GO/TiO2/Ag/AgCl quaternary nanocomposites and photocatalytic degradation of methylene blue</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>So Yoon Park</td>
<td>PA-065</td>
<td>Effects of cathode magnetic field strength on crystallinity and electrical properties</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Soh Takahashi</td>
<td>PA-032</td>
<td>SURFACE TREATMENT OF MYLAR FILM FOR TRACE ELEMENT ANALYSIS IN HUMAN BLOOD BY USING PARTICLE INDUCED X-RAY EMISSION</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>SongYi Kim</td>
<td>PA-121</td>
<td>DISSOLUTION MECHANISM OF Ni_BASED COMPOSITE POWDER</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Soobin Park</td>
<td>PA-080</td>
<td>Effect of curing condition on the compressive strength of fly ash cement composites geopolymer</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Sook Hyun Kwon</td>
<td>PB-052</td>
<td>SYNTHESSES AND LUMINESCENT PROPERTIES OF CaAl2Si2O8:Eu2+</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Sudsiri Hemsri</td>
<td>PA-113</td>
<td>POLY(BUTYLENE SUCCINATE) COPOLYMER/ETHYLENE VINYL ACETATE COPOLYMER BLENDS: MORPHOLOGY AND MECHANICAL PROPERTIES</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>SuHyun Lee</td>
<td>PA-056</td>
<td>Preparation of Nano-Carbons and Metal-Organic Framework Composites with Homogenous Nanostructures as a CO2 Absorber</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Sulaiman Alfadul</td>
<td>PB-114</td>
<td>Preparation of Magnetic Nanohybrid composite for Removal of Organics from water</td>
<td>Nov. 12</td>
</tr>
<tr>
<td>Sulki Lee</td>
<td>PA-040</td>
<td>Anodic Oxidation in Phosphoric Acid for Adhesive Bonding of Aluminum Alloy</td>
<td>Nov. 11</td>
</tr>
<tr>
<td>Name</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------------</td>
<td>--------</td>
<td>-------------------------------------------------------------------------------------------</td>
<td>--------------</td>
</tr>
<tr>
<td>Sunanta Wachirahuttapong</td>
<td>PA-112</td>
<td>HYBRID EFFECT OF PCL ON CRYSTALLIZATION AND MECHANICAL PROPERTIES OF PLA IN PLA/PCL BLENDS</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sung Jae Kim</td>
<td>PB-061</td>
<td>INFLUENCE OF THE SNO2 THICKNESS ON PROPERTIES OF SNO2/ZN/SNO2 THIN FILMS</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sung Mook Choi</td>
<td>PA-028</td>
<td>Transfer Printing of Metal Nanoring and Nanodot Arrays for Use in Catalytic Reaction</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sung-In Lee</td>
<td>PA-013</td>
<td>SYNTHESIS OF ELECTROSPUN CARBON/TITANIUM OXIDE COMPOSITES</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sungjin Kim</td>
<td>PA-101</td>
<td>Synergy effects of LiMnPO4 – LiMn2O4 nanocomposite cathode by a one – pot Pyro synthesis for Li-ion battery</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sung-Jun Yoon</td>
<td>PA-017</td>
<td>Concentration Gradient Core-Shell Li[Ni0.6Co0.15Mn0.25]O2 for Rechargeable Lithium Batteries: Comparative Study of The Shell Morphologies of Nanoparticles and Nanorods</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Sung-Tag Oh</td>
<td>PB-009</td>
<td>FABRICATION OF POROUS Ti BY THERMAL DECOMPOSITION AND SINTERING OF PMMA/TiH2 POWDER COMPACT</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Sung-Woon Myung</td>
<td>PA-031</td>
<td>Preparation and Characterization of Aldehyde and Epoxide Functionalized Surface by Plasma Polymerization</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Tae Dong Kil</td>
<td>PB-064</td>
<td>EFFECT OF MECHANICAL PARAMETERS ON MIXING HYBRID METALLIC POWDER IN DIRECT LASER MELTING</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Tae woo Hwang</td>
<td>PA-047</td>
<td>PROCESS OPTIMIZATION FOR CRACK-FREE LASER NITRIDING OF Ti-6AI-4V SHEET</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Taeseon Hwang</td>
<td>PA-039</td>
<td>A HYBRIDIZED SURFACE POLYMER ULTRAFILTRATION MEMBRANE USING GRAPHENE OXIDE AS A HYDROPHILIC ANTI-BIO FOULING LAYER</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Taewon Yoo</td>
<td>PB-117</td>
<td>The effect of norbornene end capped polyimide for aerospace application</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Teng Fei Zhang</td>
<td>PA-050</td>
<td>Tribological properties of Ti-Al-N film synthesized by HIPIMS technique</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Theeraphat Suphanil</td>
<td>PB-065</td>
<td>EFFECT OF HYBRID NATURAL FIBERS ON MECHANICAL PROPERTIES OF WOVEN FIBRICS REINFORCED POLY(LACTIC ACID) LAMINATED COMPOSITE</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Vinodh Picthaimuthu</td>
<td>PB-069</td>
<td>Optimizing Graphene Grain size in Different Growth Condition by Low Pressure Chemical Vapor Deposition</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Vorrada Loryuenyong</td>
<td>PB-104</td>
<td>Production of Graphitic carbon-based Nanocomposites from K2CO3-activated Coconut Shells for Dye-sensitized solar cell application</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>VuHai Pham</td>
<td>PB-015</td>
<td>Self healing and mechanical properties of nickel dispersed alumina hybrid nanocomposites</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Wanli Song</td>
<td>PA-108</td>
<td>Effects of Magnetic Field on the Tribological Characteristics of Magneto-rheological Fluid in a Magneto-rheological Brake</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Wei Dai</td>
<td>PA-037</td>
<td>Superhydrophobic surface of PMMA treated by O2 ion beam</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Won Jong Ji</td>
<td>PA-035</td>
<td>STUDIES ON CRACKING SUSCEPTIBILITY OF LASER CARBURIZED SURFACE</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Wonik Eom</td>
<td>PB-031</td>
<td>SABC1470 and Joining Technology Using Adhesive-RIVTAC Hybrid Joining of dissimilar materials</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Won-Ik Eom</td>
<td>PB-039</td>
<td>Adhesive-RIVTAC Hybrid Joining between Dissimilar Ultra-High Strength Steel Sheets</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Woo Jae Lee</td>
<td>PA-059</td>
<td>Atomic Layer Deposition of ZnO Thin Films using Et2Zn:NEtMe2 precursor</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Woon Ik Park</td>
<td>PA-131</td>
<td>Rapid pattern formation of multi-functional nanostructures using binary solvents</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Woo-Sung Choi</td>
<td>PB-086</td>
<td>PERFORMANCE DEGRADATION OF COBALT OXIDE ANODE FOR LITHIUM BATTERY UNDER HIGH CONDUCTING MATERIAL CONTENT</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Name</td>
<td>ID</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>------</td>
<td>----------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>Xiaoyan Jin</td>
<td>PA-094</td>
<td>Inorganic Nanosheet-Incorporated Co3O4-Graphene Nanocomposites with Promising Electrode Performance for Lithium Ion Batteries</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Xiaoying Dong</td>
<td>PB-116</td>
<td>Structure and property of Wood based PMMA/SiO2 nanocomposite</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yan-Cheng Lin</td>
<td>PB-097</td>
<td>A Systematic Approach for Identifying Optimum EDM Parameters on ZrO2 and Al2O3 Ceramics using Taguchi Method</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yeon Woo Seo</td>
<td>PB-053</td>
<td>STRUCTURAL AND PHOTOLUMINESCENCE PROPERTIES OF Dy3+ DOPED Sr3Ln(PO4)3 (Ln = Gd, Y, La, Bi) PHOSPHORS</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yeong Seung Jeong</td>
<td>PA-045</td>
<td>Effects of Na2SiO3 concentration on the properties of the oxide coatings on AZ61 alloy prepared by electrolytic plasma processing</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yeong-ju Cho</td>
<td>PA-095</td>
<td>Cr-poisoning in LaNi0.6Fe0.4O3-δ based nano composite cathodes for Solid Oxide Fuel Cells prepared by infiltration process</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yeontae Kim</td>
<td>PA-116</td>
<td>Effect of alkaline treatment on the ferroelectric properties of poly(vinylidene fluoride trifluoroethylene) films</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>YESOL LIM</td>
<td>PA-099</td>
<td>Fabrication and Properties of La, Ce promoted Ni/Al2O3 and Ni/MgO Catalysts</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yong Cheol Shin</td>
<td>PA-087</td>
<td>HYBRID NANOFIBER SHEETS COMPOSED OF PLGA/RGD PEPTIDE AS CELL-ADHESIVE SUBSTRATES</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yong-Bae Kim</td>
<td>PB-010</td>
<td>Experimental Parameter study of Hydrostatic Extrusion for Copper Clad Aluminum Wires Fabrication</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yong-Hwan Kim</td>
<td>PB-083</td>
<td>Optimal Robust Design and Analysis for Gangway Bellows in Korea Train</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yong-Hyun Kim</td>
<td>PB-025</td>
<td>Influence of Cu-Content on Characteristics of Al-Si-Cu Alloys</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yong-Jai Kwon</td>
<td>PB-023</td>
<td>Development of localized surface modification process of porous metals using friction phenomena</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yong-woo Kim</td>
<td>PB-087</td>
<td>Improvement of Photovoltaic Performance of Dye-sensitized Solar Cell by Concentrating Sunlight</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yoonjun Jung</td>
<td>PB-091</td>
<td>MECHANICAL NANO MACHINING ON METALIC-THIN FILM USING COLD-TRIBONANOLITHOGRAPHY</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Young Joon Yoon</td>
<td>PA-088</td>
<td>Hybrid silver pastes with ceramic additives for the application of induction cookware</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Young Joon Yoon</td>
<td>PA-132</td>
<td>BaTiO3-PVDF composite thick films by aerosol deposition</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Young Jung Choi</td>
<td>PA-129</td>
<td>Rapid pattern formation of ultra-fine self-assembled nanostructures using mixed solvents</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Young Min Bae</td>
<td>PB-113</td>
<td>NEW MATERIAL FOR ULTRASOUND PHANTOM</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Young Yun Woo</td>
<td>PB-095</td>
<td>Effect of process parameters on the buckling during flexible roll forming</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Youngbae Ko</td>
<td>PB-125</td>
<td>Numerical Study on the Thermo-Mechanical Behavior of the Low-k dielectric in Flip-chip Package</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Young-Tae Kwon</td>
<td>PB-092</td>
<td>UV photodetector based on a colloidal ZnO nanoparticles-Graphene composite</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Youn-soo Shim</td>
<td>PA-123</td>
<td>Shear bond strength of ceramic brackets with various base designs</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Youn-soo Shim</td>
<td>PB-004</td>
<td>Validity of a newly developed mineral trioxide aggregate (MTA)</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yu Na Lee</td>
<td>PA-043</td>
<td>ZnO particle filler effect on thermal properties of ZnO containing Diopside composite for LED package</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yue Guo</td>
<td>PB-050</td>
<td>LUMINESCENT PROPERTIES OF Eu2+-DOPED Ca9NaGd2/3(PO4)7 PHOSPHOR</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Yun Hee Jang</td>
<td>PA-025</td>
<td>RESISTANCE SWITCHING AT THE INTERFACE BETWEEN AI METAL AND (La,Sr)MnO3 PEROVSKITE OXIDE: FIRST-PRINCIPLES CALCULATION</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yuna Oh</td>
<td>PB-120</td>
<td>Rheological Properties of Heat-Induced Gelation of Bovine Serum Albumin and the Effect of Urea on the Gelation</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Name</td>
<td>Code</td>
<td>Title</td>
<td>Date</td>
</tr>
<tr>
<td>-----------------------</td>
<td>------</td>
<td>-----------------------------------------------------------------------</td>
<td>------------</td>
</tr>
<tr>
<td>YunKyung Jo</td>
<td>PA-093</td>
<td>Influence of Structural Dimensionality on the Photocatalytic Activity and Electronic Coupling of TiO2-Ag3PO4 Nanohybrids</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yuta Miyagoshi</td>
<td>PA-001</td>
<td>Dye-sensitized solar cells using Pt supported on FTO membrane by Pt nanoparticle soaking in Pt colloid solution method</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Yutao Yan</td>
<td>PB-127</td>
<td>NUMERICAL SIMULATIONS OF THE DYNAMIC PRESSURE OIL AND GAS SEPARATOR IN THE AEROENGINE</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Zeeshan Ur Rehman</td>
<td>PB-094</td>
<td>SINTERING INVESTIGATION OF 316L STAINLESS STEEL METAL INJECTION PROCESS USING WAX/LDP SYSTEM AS A BINDER.</td>
<td>Nov. 12 (Wed)</td>
</tr>
<tr>
<td>Zhang Min</td>
<td>PA-069</td>
<td>Synthesis, structural and wear property of nanocomposite Ti-B-C-N coatings by a hybrid deposition system</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Zhiwei Nie</td>
<td>PA-060</td>
<td>Thermal stability and high-temperature oxidation behavior of CrAlSiON coatings with different oxygen contents deposited by cathodic arc ion plating</td>
<td>Nov. 11 (Tue)</td>
</tr>
<tr>
<td>Zhixin Wan</td>
<td>PA-117</td>
<td>Initial stage characterization of the ZnO thin film deposited by ALD</td>
<td>Nov. 11 (Tue)</td>
</tr>
</tbody>
</table>